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Glass Display — plus

HmIP-WGD-PL

Atmospheric room lighting and indoor temperature con-

trol at a touch or contact-free via Quick Action: The
Homematic IP Glass Display — plus controls door lock
drives, door openers, heaters, lights, shutters and blinds

throughout the house centrally from one location. In ad-

dition, it displays all of the relevant information, such as
humidity and room temperature.

TECHNICAL SPECIFICATIONS

Supply voltage

Degree of protection
Ambient temperature
Weight

Dimensions (W x H x D)
Current consumption
Standby power consumption
Power consumption

Cable type and cross section rigid

wire

Cable type and cross section flexible

wire
Installation

Typical open area RF range

230V /50 Hz

P20

-5to +40°C

160 g

96 X 96 X 43 mm

270 mA (max.)

<05W

3 W (max.)

rigid cable, 0.75 - 2.5 mm?

flexible cable (without fer-
rule), 0.75 - 2.5 mm?

in switch boxes (device box-
es) in accordance with DIN
49073-1, in Legrand Batibox
switch boxes, in Agro flush-
mounting back boxes

190 m

Wandthermostat
Wohnzimmer
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>
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HIGHLIGHTS

* Touch control

* integrated proximity sensor

* individually configurable sides
* User interface in six languages

APPLICATION AREAS

Heating and climate control, Light and
shade, Access, Weather and environ-
ment

PACKAGE CONTENTS
Glass Display — plus

2% screws (3.2 x 15 mm)
2% screws (3.2 x 25 mm)
Operating manual

Radio frequency band 868.0-868.6 MHz / 869.4-

869.65 MHz
LOGISTIC DATA
Product reference 161937A0
EAN code 4047976619375
Short description HmIP-WGD-PL
Packaging unit 60
Packing dimensions 122 x 112 X 73 mm
Weight incl. packaging 285.4 g
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PRACTICAL DISPLAY

The large, illuminated display has up to eleven screen
pages that can be selected using cursor keys at the
edge of the screen. Each of these pages can be individ-
ually split into one, two or four areas (tiles).

USE WITH A WIDE RANGE OF DEVICES

The Glass Display enables the convenient and central
control of all important functions — simply via touch or
contact-free via Quick Action.

» Connected lights can be switched on and off or
dimmed, and their colour and colour temperature
varied.

» Shutters and blinds can be raised and lowered. The
slats on blinds can also be controlled.

* Weather information is clearly displayed on the
screen.

* The relative humidity and room temperature can be
read off and set.

* Door lock drives and door openers can be controlled.

SUITABLE FOR YOUR SMART HOME

The device integrates perfectly into your living area
and switches on as soon as you approach it. The dis-
play brightness automatically adjusts itself to the ambi-
ent light. The user interface is available in six languages
(German, English, French, Spanish, Italian and Dutch).

TOTAL FLEXIBILITY

The device can be used as a trigger for automation rou-
tines. This enables the convenient combination of man-

ual operations and automatic processes. The buttons
can be used to activate different scenarios as well as
time-dependent and state-dependent functions. This
ensures flexible and convenient control of the system.

SIMPLE INSTALLATION

The mounting module supplied has been optimized
for quick installation in a device box. In addition to the
phase, a neutral conductor is also required for the con-
nection.

CONVENIENT ACCESS CONTROL

Access control solutions including door openers and
day/night mode switching can be integrated directly in-
to the system. Central operation is carried out conve-
niently via the Glass Display — plus, which allows all rel-
evant functions to be controlled clearly and intuitive-
ly. This enables easy management and quick control of
access functions via a central interface.

Homematic IP is a brand of eQ-3 AG Subject to change.

KEEPING AN EYE ON THE TEMPERATURE

Control the room climate in up to ten rooms: Adjust the
room temperature conveniently with the Homematic IP
Glass Display — plus. The latest room data such as hu-
midity, current temperature and window opening sta-
tus, all of which is recorded in combination with addi-
tional Homematic IP products (e.g. HmIPW-WTH and
HmIP-WTH-1), can be displayed clearly on the glass
display.
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