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Package contents

1 Package contents
1x Glass Display — plus

2% screws (3.2 x 15 mm)

2% screws (3.2 x 25 mm)
Operating manual

2 Information about this
manual

Read this manual carefully before begin-
ning operation with your Homematic P
device. Keep the manual for later con-
sultation. If you hand the device over to
other persons for use, please ask them to
read this manual.

Symbols used

This indicates a hazard.
3

3 Hazard information
We accept no liability for damage
caused by use for other than the
intended purpose, incorrect han-
dling or failure to observe the haz-
ard warnings. In such cases, all war-
ranty claims are void. We accept no
liability for consequential damage.

This section contains important ad-
ditional information.

Do not use the device if it has visi-
ble damage or a malfunction. If you
have any doubts, have the device
checked by a qualified expert.

For safety and licensing reasons
(CE), unauthorised conversions to
and/or modification of the device
are not permitted.

The device is not a toy — do not al-
low children to play with it.

Plastic film, plastic bags, polystyrene
parts, etc. can be dangerous for
children. Keep the packaging mate-
rial out of the reach of children and
dispose of it immediately.

Do not expose the device to mois-
ture, vibrations, constant solar or
other heat radiation, excessive cold
or mechanical loads. The device
must only be operated indoors.

The device may only be installed in
the following device boxes:

* in commercially available
switch sockets (device box-
es) in accordance with DIN
49073-1

* |n Legrand Batibox switch box-
es

* in Agro Einlasskasten

The device has been designed sole-
ly for operation on a 230V / 50 Hz
AC supply. Work on the 230 V mains
may only be carried out by a quali-
fied electrician (in accordance with
VDE 0100).



Hazard information

The device is part of the building in-
stallation. Observe the relevant na-
tional standards and directives dur-
ing planning and set-up. The device
has been designed solely for oper-
ation on a 230 V /50 Hz AC supply.
Only qualified electricians (to VDE
0100) are permitted to carry out
work on the 230 V mains. The ap-
plicable accident prevention regula-
tions must be observed while such
work is being carried out. To avoid
electric shocks from the device,
please disconnect the mains voltage
(trip the miniature circuit-breaker).
Failure to comply with the installa-
tion instructions can cause fire or
other hazards.

The load current circuits must be
protected by a circuit breaker in ac-
cordance with EN 60898-1 (tripping
characteristic B or C, 16 A max. rat-
ed current, min. 6 kA interrupting
rating, energy limiting class 3).

=IDo not point the laser beam
at people. Do not look directly in-
to the beam or its reflection. Manip-
ulating (modifying) the laser device
Is not permitted. These operating
instructions must be kept in a safe
place and accompany the laser de-
vice if it is given to a third party.

Use the device in alarm technology
applications in accordance with DIN
EN 50130-4 only in conjunction
with an appropriate uninterruptible
power supply (UPS) to bridge a pos-
sible mains power failure.

Observe the permissible cable types
and conductor cross sections when
connecting to the device terminals.

Clean the device using a soft and
dry lint-free cloth. The cloth can be
slightly moistened with lukewarm
water to remove more stubborn
marks. Do not use solvent-based
cleaning agents for cleaning, as
these can damage plastic parts and
labelling.



General system information

4 General system information

This device forms part of the
Homematic IP Smart Home system and
communicates via the Homematic IP
radio protocol. All devices of the sys-
tem can be configured comfortably and
individually using the Homematic IP
app. Operation requires connection to
a Homematic IP Access Point or con-
trol unit. Further information on the sys-
tem and on combination with other
Homematic IP devices can be found in
the Homematic IP _User guide.

All technical documents and updates are
to be found at www.homematic-ip.com.

5 Function and device
overview
The Homematic IP Glass Display — plus
enables the intuitive operation and a
comprehensive overview of the wide
range of functions of the Homematic IP
Smart Home system. Numerous devices
and functions can be controlled conve-
niently thanks to the latest touch gesture
technology.

The display can be used among other
things to switch light sources on and off,
to activate and deactivate Eco mode, and
raise and lower shutters,. It is also possi-
ble to adjust the slats on blinds. A colour
picker is available for existing, compatible
light sources, which allows you to select
either the colour temperature or an indi-
vidual light colour.

In the field of access control, the Glass
Display offers the possibility of conve-
niently opening, locking and unlocking
doors — for convenient and secure con-
trol of access directly via the display. In
addition, users can switch between day
and night mode.

Paired wall thermostats can be used to
display key information such as the tar-
get and current temperature, humidity,
and status of the windows. The desired
room temperature can be set directly via
the display. In addition, up to eight sen-
sor values from weather data can be dis-
played clearly on the screen.

For added ease of use, the integrated
proximity sensor automatically back-
lights the display as soon as a person ap-
proaches, ensuring that all information
and functions are always clearly legible.

Device overview

A) Mounting module

B) Connecting terminal for L 1
(phase conductor)

C) Connecting terminal for N (neu-
tral conductor)

D) Proximity sensor

E) Touch surface

F) SD card slot

G) System button (device LED)

Figure 1


https://homematic-ip.com/sites/default/files/downloads/homematic-ip-user_guide.pdf
http://www.homematic-ip.com

Start-up

6 Start-up
6.1

i
i

Installation instructions

Read this section completely before
starting installation.

Make a note of the device number
(SGTIN) and the installation location
of the device before installation to
make it easier to identify the device
later. The device number is printed
on the device and on the enclosed
QR code sticker.

Please observe the hazard warnings
during installation see Hazard infor-
mation, page 3.

>

Please note the insulation stripping
length of the conductor being con-
nected, as indicated on the device.

>

The device may only be installed in
the following device boxes:

* in commercially available
switch sockets (device box-
es) in accordance with DIN
49073-1

* |n Legrand Batibox switch box-
es

* in Agro Einlasskasten

If changes to or work on the house in-
stallation are necessary (e.g. extension,
bypass of switch or socket inserts) or to/
on the low-voltage distribution system
for mounting or installing the device, the
following safety instructions must be ob-
served:

Only to be installed by persons

with the relevant electro-technical
knowledge and experience! *

Incorrect installation can endanger

e your own life,

* and the lives of other users of the

electrical system.

Incorrect installation also means that
you are running the risk of serious dam-
age to property, e.g. due to fire. You risk
personal liability for personal injury and
property damage.

*Specialist knowledge required for in-
stallation:

The following specialist knowledge is
particularly important during installation:

* The "5 safety rules” to be used:

— Disconnect from mains

— Secure against restart

— Check for absence of voltage

— Earth and short circuit

— Cover or cordon off neighbouring
live parts

* Select suitable tool, measuring
equipment and, if necessary, per-
sonal safety equipment;

* Evaluation of measuring results;

* Selection of electrical installation
material for safeguarding shut-off
conditions;

* |P protection types;

* |nstallation of electrical installation
material;

* Type of supply network (TN system,
IT system, TT system) and the re-
sulting connection conditions (clas-
sic zero balancing, protective earth-
ing, required additional measures,
etc.).



Start-up

Permitted cable cross sections for con- @
necting to the device are:

rigid cable, 0.75 - 2.5 mm?
flexible cable (without ferrule), 0.75 -
2.5 mm?

6.2 Pairing with a Central Control Unit

Read this entire section before
starting the pairing procedure.

@ Set up your Homematic IP control

unit via the Homematic IP app so
that you can use Homematic IP de-
vices in the system. Detailed infor-
mation on this is to be found in the
operating manual for the control
unit.

Proceed as follows to pair the device
with your control unit:

Open the Homematic IP app.

Tap on ...More in the homescreen.
Tap on Pair device.

Connect the power supply.

The pairing mode is active for 3
minutes.

@ You can manually start the pair-
ing mode for another 3 minutes by
pressing the system button shortly.

o

\
S

Figure 2

The type of system button depends
on your device. Further informa-
tion is to be found in the device
overview.

The device appears automatically in
the Homematic IP App.

Enter the last four digits of the de-
vice number (SGTIN) in your app,
or scan the QR code. The device
number can be found on the sticker
supplied or attached to the device.
Wait until pairing is completed.

If pairing was successful, the device
LED lights up green.

The device is now ready for use.

If the device LED lights up red to,
please try again Flash codes and
display indicators, page 10.

Then follow the instructions in the
Homematic IP App.



Operation

/  Operation

If you have paired the device with a
Homematic IP control unit, additional
configurations are available in the device
settings. You can make the necessary
adjustments directly in the Homematic IP
App:

* Screen manager: Configure the
various screens of the glass display.

* Quick action: Quick action de-
scribes the simultaneous pressing
of all buttons with the palm of the
hand. The function is deactivat-
ed by default. Once activated, the
quick action is another configurable
channel in groups.

* Backlight brightness: Select the
type of backlight (darkened or
brightened).

— heavily darkened

— darkened

— slightly darkened

— standard

— slightly brightened
— brightened

— strongly brightened

* Language: Select the device lan-
guage.

— German
— English
— French
— Italian
— Spanish
— Dutch

* Display ON time: Select how long
the display should stay on after you
last touch it.

— deactivated
— continuously
- 1s—-4min

8
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Proximity sensor sensitivity: Select
the distance at which the display
should switch on.

— very close

— close

— standard

— far

— very far

Installing updates

The Homematic IP App informs

you when a firmware update is
available for the device. The up-
date itself consists of two process-
es: the firmware update in the
Homematic IP App and the firmware
update via memory card using the
micro SDHC card slot.

Use only the files specified for the
device and check the version num-
bers in the Homematic IP App.

The micro SDHC card can be re-
moved again after the update.

Proceed as follows to install an update:

An update for the glass display will
be displayed in the Homematic IP
App.

Use a standard micro SDHC card
(not included in the package con-
tents) and format it with the FAT32
file format. The maximum storage
capacity of the micro SDHC card
should not exceed 32 GB.

After downloading the file
www.homematic-ip.com/de/
downloads, copy the two files (as-
sets.enc and app.enc) directly to the
micro SDHC card.



https://homematic-ip.com/de/downloads?field_category_target_id=689
https://homematic-ip.com/de/downloads?field_category_target_id=689
https://homematic-ip.com/de/downloads?field_category_target_id=689

Installing updates

@ The files must not be stored in a

subdirectory.

* |nsert the memory card into the mi-
cro SDHC card slot and attach the
display to the mounting plate.

* The update is carried out automati-
cally.

9 Troubleshooting
9.1

If at least one receiver does not con-
firm a command, the LED lights up red
at the end of the failed transmission.
The reason for the failed transmission
may be radio interference see Gener-
al information about wireless operation,
page 11. This may be caused by the
following:
e Receiver cannot be reached
* Receiver is unable to execute the
command (load failure, mechanical
blockage, etc.)
* Receiver is faulty

Command not confirmed

9.2 Duty cycle

The duty cycle is a legally regulated lim-
it of the transmission time of devices

in the 868 MHz range. The aim of this
regulation is to safequard the operation
of all devices working in the 868 MHz
range. In the 868 MHz frequency range
used by us, the maximum transmission
time of any device is 1% of an hour (i.e.
36 seconds in an hour). Devices must
cease transmission when they reach the
1% limit until this time restriction has ex-
pired. Homematic IP devices are devel-
oped and produced to ensure 100% con-
formity with this regulation.

During normal operation, the duty cycle
Is not usually reached. However, repeat-

ed and radio-intensive pairing process-
es mean that it may be reached in isolat-
ed instances during start-up or initial in-
stallation of a system. If the duty cycle is
exceeded, this is indicated by three slow
red flashes of the LED, and may manifest
itself in the device temporarily not work-
ing. The device will start working again
after a short period (max. 1 hour).



Troubleshooting

9.3 Flash codes and display indicators

Flash code/display indica- Meaning

1{e]¢

1X orange and 1X green
light (after connecting the
power supply)

Short orange flashes
(every 10 s)

Short orange flashes

Brief orange flashing (fol-
lowed by a steady green
light)

Brief orange flashing (fol-
lowed by a steady red
light)

6X long red flashes

Alternating long and short
orange flashing

Test display

Pairing mode active

Transmission of configura-
tion data

Transmission confirmed

Operation failed or duty
cycle limit reached

Error detected

Device software update
(OTAU)

Solution

You can continue once
the test display has
stopped.

Enter the last four dig-
its of the device number
(SGTIN) in your app, or
scan the QR code.

Wait until the transmission
is completed.

You can continue opera-
tion.

Please try again see Com-
mand not confirmed,
page 9or see Duty cycle,

page 9.
Please see the display on

your app or contact your
retailer.

Wait until the update is
completed.

10



Restoring the factory settings

10 Restoring the factory
settings
@ The factory settings of the device
can be restored. If the device is
paired with a contro unit, the con-
figurations are automatically re-
stored. If the device is not paired
with a control unit, all the settings
are lost.

Proceed as follows to restore the factory
settings of the device:
* Press and hold the system button
for 4 seconds Fig. 2
* The device LED starts flashing or-
ange fast.
* Release the system button .
* Press and hold themenu buttonfor
4 seconds.
* The device LED lights up green.
* Release the system button to finish
restoring the factory settings.
The device performs a restart.
@ If the device LED lights up red to,
please try again Flash codes and
display indicators, page 10.

11 Maintenance and cleaning
The device is maintenance-free for
you. Leave any maintenance or re-
pair to a specialist.

Clean the device using a soft, clean, dry
and lint-free cloth. The cloth can be
slightly dampened with lukewarm water
to remove more stubborn marks. Do not
use any detergents containing solvents
for cleaning purposes. They could cor-
rode the plastic housing and label.

12 General information about
wireless operation
Radio transmission is performed on a
non-exclusive transmission path, which
means that there is a possibility of inter-
ference occurring. Interference can also
be caused by switching operations, elec-
trical motors or defective electrical de-
vices.

i

The range inside buildings can dif-
fer greatly from that in open air. Be-
sides the transmitting power and
the reception characteristics of the
receiver, environmental factors such
as humidity in the vicinity play an
important role, as do on-site struc-
tural/screening conditions.

Declaration of conformity

eQ-3 AG, Maiburger Str. 29, 26789

Leer, Germany, hereby declares that
the wireless system type Homematic IP
HmIP-WGD-PL complies with Directive
2014/53/EU. The full text of the EU dec-
laration of conformity can be found at:
www.homematic-ip.com

11
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Disposal

]

Disposal

This symbol means that the device
must not be disposed of as house-
hold waste, general waste, orin a
yellow bin or a yellow sack. For the
protection of health and the envi-
ronment, you must take the product
and all electronic parts included in
the scope of delivery to a municipal
collection point for waste electrical
and electronic equipment to ensure
their correct disposal. Distributors of
electrical and electronic equipment
must also take back waste equip-
ment free of charge. By disposing of
it separately, you are making a valu-
able contribution to the reuse, re-
cycling and other methods of re-
covery of old devices. Please also
remember that you, the end user,
are responsible for deleting person-
al data on any waste electrical and
electronic equipment before dis-
posing of it.

The CE mark is a free trademark that
is intended exclusively for the au-
thorities and does not imply any as-
surance or guarantee of properties.

If you have any technical questions
about the appliance, please contact
your specialist dealer.

12



Technical specifications

14 Technical specifications

Device short designation
Supply voltage

Current consumption

Power consumption
Standby power consumption
Degree of pollution

Cable type and cross section rigid wire
cable type and cross section flexible

wire
Installation

Degree of protection
Ambient temperature
Dimensions (W X H x D)
Weight

Typical range in open space
Radio frequency band

Duty cycle

Receiver category
Maximum radiated power

Subject to modifications.

HmIP-WGD-PL

230V /50 Hz

270 mA (max.)

3 W (max.)

<05W

2

rigid cable, 0.75 - 2.5 mm?

flexible cable (without ferrule), 0.75 - 2.5
mm?

in switch boxes (device boxes) in ac-
cordance with DIN 49073-1, in Legrand
Batibox switch boxes, in Agro flush-
mounting back boxes

P20

-5to +40°C

96 X 96 X 43 mm

160 g

190 m

868.0-868.6 MHz / 869.4-869.65 MHz
< 1% perh /< 10% per h

SRD category 2

10 dBm

13



Free download of the
Homematic IP app!

# Download on the GETITON
@& App Store ® Google Play

eeeeeeeeeeeeeeeeeeeeeeeeeeeeeee

eQ-3 AG
Maiburger Strale 29
26789 Leer / GERMANY
www.eQ-3.de
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