
Universal Dimmer Control Element – motion detector
HmIP-UDI-SMI55, HmIP-UDI-SMI55-A

The compact motion detector with powerful PIR sensor
features three functions in one device: It detects move-
ments precisely for automatic light switching, offers se-
cure room monitoring and at the same time enables
manual control of Homematic IP devices and functions
via two buttons.

TECHNICAL SPECIFICATIONS

Supply voltage 12 V DC

Current consumption 15 mA (max.)

Degree of protection IP20

Detection range 12 m

Detection angle 120 °

Detection angle vertical –10 to +25 °

Installation only on HmIP-UDI

Ambient temperature -5 to +40°C

Dimensions with frame (W × H × D) 86 × 86 × 17 mm

Weight 57.4 g

Typical open area RF range 185 m

Radio frequency band 868.0–868.6 MHz / 869.4–
869.65 MHz

HIGHLIGHTS
• Simple integration into switch series

with a 55 mm frame size
• Monitoring of rooms by detecting

movement and ambient brightness
• Two buttons for manual control of

devices or system functions
• Control multiple devices and func-

tions at the touch of a button
• Light control for motion detection

APPLICATION AREAS
Light and shade, Security and alarm

PACKAGE CONTENTS
Universal Dimmer Control Element –
motion detector
1× clip-on frame
Operating manual

LOGISTICS DATA

Colour White Anthracite

Product reference 162335A0 162343A0

EAN code 4047976623358 4047976623433

Short description HmIP-UDI-SMI55 HmIP-UDI-SMI55-A

Packaging unit 90

Packaging dimensions 122 x 112 x 48 mm

Weight incl. packaging 170 g
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A MOTION DETECTOR AND SWITCH IN ONE
The device recognises and, thanks to an integrated twi-
light sensor, also the ambient brightness. Two buttons
enable manual control of devices and system functions
– independent of motion detected.

MORE CONVENIENCE AND SECURITY
Automatic light control on motion detection: Depend-
ing on the brightness in the room, the light is only
switched on when it is needed – for more convenience
and energy savings. Room monitoring also provides
greater security in the smart home.

INSTALLATION ON UNIVERSAL DIMMER INSERT
Installation is very easy – simply plug the device onto
the Universal Dimmer Insert (HmIP-UDI).

EASY INTEGRATION INTO EXISTING SYSTEMS
Thanks to the 55 mm format, it is possible to mount the
device with the included clip-on frame as well as to in-
tegrate it into existing switch series from leading manu-
facturers. A separate list on compatibility with standard
switch series can be found here: Overview of switch se-
ries
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https://homematic-ip.com/sites/default/files/downloads/Uebersicht_Schalterserien-55er-Format.pdf
https://homematic-ip.com/sites/default/files/downloads/Uebersicht_Schalterserien-55er-Format.pdf

