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Package contents

1 Package contents

1x Universal Dimmer Control Ele-
ment — motion detector

1x clip-on frame

Operating manual

2 Information about this
manual
Read this manual carefully before begin-
ning operation with your Homematic P
device. Keep the manual for later con-
sultation. If you hand the device over to
other persons for use, please ask them to
read this manual.

Symbols used

This indicates a hazard.

@ This section contains important ad-
ditional information.

35 Hazard information

We accept no liability for damage
caused by use for other than the
intended purpose, incorrect han-
dling or failure to observe the haz-
ard warnings. In such cases, all war-
ranty claims are void. We accept no
liability for consequential damage.

Do not use the device if it has visi-
ble damage or a malfunction. If you
have any doubts, have the device
checked by a qualified expert.

For safety and licensing reasons
(CE), unauthorised conversions to
and/or modification of the device
are not permitted.

>

The device is not a toy — do not al-
low children to play with it.

>

Plastic film, plastic bags, polystyrene
parts, etc. can be dangerous for
children. Keep the packaging mate-
rial out of the reach of children and
dispose of it immediately.

Do not expose the device to mois-
ture, vibrations, constant solar or
other heat radiation, excessive cold
or mechanical loads. The device
must only be operated indoors.

Clean the device using a soft and
dry lint-free cloth. The cloth can be
slightly moistened with lukewarm
water to remove more stubborn
marks. Do not use solvent-based
cleaning agents for cleaning, as
these can damage plastic parts and
labelling.



General system information

4 General system information
This device is part of the Homematic IP
smart home system and communi-
cates using the Homematic IP wireless
protocol. All devices of the system can
be configured comfortably and indi-
vidually using the Homematic IP app.
Operation requires connection to a
Homematic IP Access Point or Central
Control Unit. For more information on
the system and how to combine it with
other Homematic IP devices, please refer
to the Homematic IP _User guide.

All technical documents and updates are
to be found at_ www.homematic-ip.com.

5 Function and device
overview
If the push-button is operated briefly,
the dimming actuator switches the con-
nected load on or off. Press and hold
the rocker switch until the lamp or light
reaches the desired brightness. The PIR
sensor detects movements as well as
light intensity with an integrated bright-
ness sensor. Brief changes in the level of
brightness are filtered out. Thus, unin-
tended response of the motion detector
can be avoided.

In the Homematic IP system, the device
can conveniently switch lamps or oth-
er lighting systems on and off and dim

them via a paired button, wireless remote

control or the free Homematic IP App.
Direct operation is possible via connect-
ed conventional buttons and switches.

The device enables the dimming of
* Normal light bulbs,
* High-voltage halogen lamps

* Low-voltage halogen lamps with
electronic transformers

* Dimmable LED lamps™

"I 1tis not guaranteed that the dimming
behaviour will be performed correctly
with all types of LED lamp

You can mount the device with the at-
tachment frame (A) provided or use it
with frames of other manufacturers as
well as integrate the electronic unit (B)
into a multi-gang frame.
Device overview

A) Clip-on frame

B) Button 1 (channel 1)

C) PIR sensor (motion detection)
D) Button 2 (channel 2)
E) System button (device LED)
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Figure 1

6 Start-up

6.1 Installation

* Place the frame of your installation
onto the Mounting Module.

Figure 2


https://homematic-ip.com/sites/default/files/downloads/homematic-ip-user_guide.pdf
http://www.homematic-ip.com

Start-up

* Fit the device to the mounting
module by fully engaging the con-
necting pins in the holder provided
in the mounting module.

Figure 3

* Switch the fuse of the power circuit
on again see Installation instruc-
tions to activate the device pairing
mode.

6.2 Installation in multiple

combinations

You can mount the device with the at-
tachment frame provided or use it with
frames of other manufacturers as well as
integrate the device into a multi-com-
partment frame. You can flexibly fix the
mounting plate to the wall using adhe-
sive strips or screws. When mounting in
multi-compartment combinations, en-
sure that mounting module of the de-
vice is mounted flush next to and aligned
with any already attached mounting
plates/support rings.

A separate list of compatibility with com-
mon switch series can be found here:
Overview of switch series

6.3 Pairing with a central control unit

Read this entire section before
starting the pairing procedure.

Set up your Homematic IP control
unit via the Homematic IP app so
that you can use Homematic IP de-
vices in the system. Detailed infor-
mation on this is to be found in the
operating manual for the control
unit.

]

Proceed as follows to pair the device
with your control unit:

e Open the Homematic IP app.

* Tap on ...More in the homescreen.

* Tap on Pair device.

» Connect the power supply.

* The pairing mode is active for 3
minutes.
You can manually start the pair-
ing mode for another 3 minutes by
pressing the system button shortly.

S
%

Figure 4

]

The type of system button depends
on your device. Further informa-
tion is to be found in the device
overview.

* The device appears automatically in
the Homematic IP App.

* Enter the last four digits of the de-
vice number (SGTIN) in your app,
or scan the QR code. The device
number can be found on the sticker
supplied or attached to the device.
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Start-up

* Wait until pairing is completed.

* |f pairing was successful, the device
LED lights up green.

* The device is now ready for use.

@ If the device LED lights up red to,
please try again.

* Then follow the instructions in the
Homematic IP App.

6.4 Function test

@ The function test is only activated if
the device has already been paired.

The function test can be activated in
the Homematic IP App.

Up to 10 minutes after pairing or estab-
lishing the power supply (if the device
has already been paired), the device LED
indicates detected movements. The de-
vice LED flashes green every time move-
ment is detected. In this way, the detec-
tion range and sensitivity can be checked
directly on the device.

/  Operation

If you have paired the device with a
Homematic IP control unit, additional
configurations are available in the device
settings. You can make the necessary
adjustments directly in the Homematic IP
App:

» Assign channels: Assign the individ-
ual buttons to the desired rooms or
solutions.

* Behaviour during operation: Con-
figure the behaviour of the input(s).
— Alternating switching, depending

on the current status
- Dim up

— Dim down
— Inactive

* Behaviour when operated (input
contact): Configure the behaviour
of the extension input.
— Switch alternately, depending on

the current status

— Dim up



Operation

— Dim down

— |Inactive

ON duration: You can configure the
ON duration for the short button

press.
— Continuously
-1s-30h

Brightness in manual mode: Select

the dimming value for the short

press of the button.

— Always switch to the last dimming
value defined

— User-defined dimming value

Dimming levels for the long press

of the button: Select the desired

dimming behaviour.

— normal (5% steps)

— slow (1% steps)

Installation direction: Select the in-

stallation direction of the device.

— Top side points upwards

— Top side points downwards

input contact mode: You can spec-

ify the mode in which the input

contact is to be operated.

— Button behaviour (press button
and release)

— Switch behaviour when switching
between open and closed

Switching state on power return:

You can configure which switching

state the device or channel should

assume after power recovery.

— Switched off

— Switched on

Brightness filter: Specify how many

measured values are to be used for

the brightness filter. The more mea-

sured values are used, the longer

the period for determining the

brightness value will be. The mea-

surement is carried out approxi-
mately every 6 minutes.

— Last measured value

— 2 measured values

— 8 measured values

Minimum transmission interval for

motion detection: Enter the mini-

mum interval for triggering the mo-

tion or how long detected motion

should at least be active.

- 30s

- 60s

— 2 minutes

— 4 minutes

— 8 minutes

Buffering detected movements:

Specify whether detection remains

active during a detected movement

in order to notify of further move-

ment after the set transmission in-

terval.

— Activate

— Deactivate

Motion detection: Motion detec-

tion can be temporarily deacti-

vated, e.g. to avoid the light being

switched on during certain times.
Deactivating a motion detec-
tion also used in a security sys-
tem will no longer trigger an
alarm.



Troubleshooting

— Activate
— Deactivate

* Signalling detected movement:
Specifies whether a detected move-
ment should be signalled by the
system button.

— Activate
— Deactivate

* Light source: Select the mode ac-
cording to the lamp used. If you
have changed the mode you may
have to adjust the minimum switch-
on brightness or the dimming
range.

— Incandescent lamp or halogen
— LED lamp

* Visible dimming range for LED
lamps: Select the range in which
the LED light source can be
dimmed.

- 0.5%
- 99.5%

» Select symbol: Select the symbol
that you wish to use for the device.
The choice of symbol has an effect
on voice control and additional ser-
vices.

— Light

— Socket
— Switch
— Status

— Water
— No representation
e Dimmer mode:

— Leading edge: An older dimming
technology that is particularly
suitable for incandescent bulbs
and halogen bulbs.

— Trailing edge: A more modern
dimming technology better suited
to LED bulbs and electronic trans-
formers.

When choosing a dimmer, it is im-

portant to ensure that it is compati-

ble with the bulbs used.

— Define automatically

— Phase section (LED)

— Phase control (incandescent
lamp)

8 Troubleshooting
8.1 Command not confirmed

If at least one receiver does not con-
firm a command, the LED lights up red
at the end of the failed transmission.
The reason for the failed transmission
may be radio interference see Gener-
al information about wireless operation,
page 11. This may be caused by the
following:
* Receiver cannot be reached
* Receliver is unable to execute the
command (load failure, mechanical
blockage, etc.)
* Receiver is faulty

8.2 Duty cycle

The duty cycle is a legally regulated lim-
it of the transmission time of devices
in the 868 MHz range. The aim of this
regulation is to safeguard the operation
of all devices working in the 868 MHz
range. In the 868 MHz frequency range
used by us, the maximum transmission
8




Troubleshooting

time of any device is 1% of an hour (i.e.
36 seconds in an hour). Devices must
cease transmission when they reach the
1% limit until this time restriction has ex-
pired. Homematic IP devices are devel-
oped and produced to ensure 100% con-
formity with this regulation.

During normal operation, the duty cycle
Is not usually reached. However, repeat-
ed and radio-intensive pairing process-
es mean that it may be reached in isolat-
ed instances during start-up or initial in-
stallation of a system. If the duty cycle is
exceeded, this is indicated by three slow
red flashes of the LED, and may manifest
itself in the device temporarily not work-
ing. The device will start working again
after a short period (max. 1 hour).



Troubleshooting

8.3 Flash codes
Flash code

1X orange and 1X green
light (after connecting the
power supply)

Short orange flashes
(every 10 s)

Short orange flashes

Brief orange flashing (fol-
lowed by a steady green
light)

Brief orange flashing (fol-
lowed by a steady red
light)

6X long red flashes

Alternating long and short
orange flashing

Meaning

Test display

Pairing mode active

Transmission of configura-
tion data

Transmission confirmed

Operation failed or duty
cycle limit reached

Error detected

Device software update
(OTAU)

Solution

You can continue once
the test display has
stopped.

Enter the last four dig-
its of the device number
(SGTIN) in your app, or
scan the QR code.

Wait until the transmission
is completed.

You can continue opera-
tion.

Try again.

Please see the display on
your app or contact your
retailer.

Wait until the update is
completed.

10



Restoring the factory settings

9 Restoring the factory
settings
@ The factory settings of the device
can be restored. If the device is
paired with a control unit, the con-
figurations are automatically re-
stored. If the device is not paired
with a control unit, all the settings
are lost.

Proceed as follows to restore the factory
settings of the device:
* Press and hold the system button
for 4 seconds.
* The device LED starts flashing or-
ange quickly.
* Release the system button.
* Press and hold the system button
for 4 seconds.
* The device LED lights up green.
* Release the system button to finish
restoring the factory settings.
The device performs a restart.

@ If the device LED lights up red,
please try again.

10 Maintenance and cleaning
The device is maintenance-free for

you. Leave any maintenance or re-
pair to a specialist.

Clean the device using a soft, clean, dry
and lint-free cloth. The cloth can be
slightly dampened with lukewarm water
to remove more stubborn marks. Do not
use any detergents containing solvents
for cleaning purposes. They could cor-
rode the plastic housing and label.

11 General information about
wireless operation

Radio transmission is performed on a

non-exclusive transmission path, which

means that there is a possibility of inter-
ference occurring. Interference can also
be caused by switching operations, elec-
trical motors or defective electrical de-
vices.

]

The range inside buildings can dif-
fer greatly from that in open air. Be-
sides the transmitting power and
the reception characteristics of the
receiver, environmental factors such
as humidity in the vicinity play an
Important role, as do on-site struc-
tural/screening conditions.

Declaration of conformity

eQ-3 AG, Maiburger Str. 29, 26789
Leer, Germany, hereby declares that
the wireless system type Homematic IP
HmIP-UDI-SMI55, HmIP-UDI-SMI55-A
complies with Directive 2014/53/

EU. The full text of the EU declara-

tion of conformity can be found at:
www.homematic-ip.com

11
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Disposal

12
E!

Disposal

This symbol means that the device
must not be disposed of as house-
hold waste, general waste, orin a
yellow bin or a yellow sack. For the
protection of health and the envi-
ronment, you must take the product
and all electronic parts included in
the scope of delivery to a municipal
collection point for waste electrical
and electronic equipment to ensure
their correct disposal. Distributors of
electrical and electronic equipment
must also take back waste equip-
ment free of charge. By disposing of
it separately, you are making a valu-
able contribution to the reuse, re-
cycling and other methods of re-
covery of old devices. Please also
remember that you, the end user,
are responsible for deleting person-
al data on any waste electrical and
electronic equipment before dis-
posing of it.

c € The CE mark is a free trademark that

]

is intended exclusively for the au-
thorities and does not imply any as-
surance or guarantee of properties.

If you have any technical questions
about the appliance, please contact
your specialist dealer.

12



Technical data

13 Technical data

Device short description

Supply voltage

Current consumption

Detection range

Detection angle

Detection angle vertical

Installation

Degree of protection

Ambient temperature

Dimensions without frame (W X H x D)
Dimensions with frame (W X H X D)
Weight

Typical open area RF range

Radio frequency band

Duty cycle

Maximum radiated power

Subject to modifications.

HmMIP-UDI-SMI55, HmIP-UDI-SMI55-A
12V DC

15 mA (max.)

12 m

120 °

-10to +25°

only on HmIP-UDI
P20

-5to +40°C

55X 55X 17 mm
86 X 86 X 17 mm
57449

185 m

868.0-868.6 MHz / 869.4-869.65 MHz

<1% per h / <10% per h
10 dBm
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Free download of the
Homematic IP app!

# Download on the GETITON
@& App Store ® Google Play

eQ-3
eQ-3 AG

Maiburger Straf3e 29
26789 Leer / GERMANY

www.eQ-3.de
support.de@eq-3.com // support.en@eq-3.com
gpsr@eqg-3.com
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