
Wall Thermostat with humidity sensor
HmIP-WTH-3

The Homematic IP Wall Thermostat enables measure-
ment of the actual temperature and humidity in indoor
spaces and provides intelligent room temperature con-
trol. Several underfloor heating circuits can be con-
trolled in each room. The temperature and/or humidity
are displayed on the illuminated LCD for an up-to-date
overview.

TECHNICAL SPECIFICATIONS

Supply voltage 2× 1.5 V LR03/micro/AAA

Battery life 2 years (typical)

Current consumption 50 mA max.

Degree of protection IP20

Ambient temperature 0 - 35°C

Dimensions with frame (W × H × D) 86 × 86 × 25 mm

Weight (incl. batteries) 100 g

Typical open area RF range 200 m

Radio frequency band 868.0–868.6 MHz / 869.4–
869.65 MHz

HIGHLIGHTS
• Push-to-Pair
• 3 heating and 3 cooling profiles can

be configured
• Simple integration into switch series

with a 55 mm frame size
• Illuminated LC display
• Precise setting options via hand-

wheel, app and voice control

APPLICATION AREAS
Heating and climate control

PACKAGE CONTENTS
Wall Thermostat with humidity sensor
2× 1.5 V LR03/Micro/AAA
2× screws (3.0 x 30 mm)
2× dowels (S5)
2 x double-sided adhesive strips
1× mounting plate
1× clip-on frame
Operating manual

LOGISTICS DATA

Variant White

Product reference 162510A0

EAN code 4047976625109

Short description HmIP-WTH-3

Packaging unit

Packing dimensions

90

122 × 112 × 48 mm
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INTELLIGENT CONTROL
Customised temperature schedules are easy to create
using an app – with up to 3 adjustable heating sched-
ules and 13 changes a day. As a result, the temperature
control is fully automatic, and rooms are only heated
when needed. The temperature can be set precisely in
0.5°C increments using the control wheel. The boost
function enables rapid room heating at the touch of a
button.

FEEL-GOOD TEMPERATURES ANYTIME
You can control the room temperatures in accordance
with the individual needs of the user: directly on the
device via the handwheel, easily via app whether you
are at home or out and about, or very conveniently via
voice control (using Amazon Alexa or Google Assistant).

KEEPING AN EYE ON THE TEMPERATURE
The Wall Thermostat measures the temperature and
humidity and forwards this information to the radiator
thermostats in the room and to the Homematic IP App
cyclically. This means that the current temperature and
humidity in each room can be viewed at any time via
the app.

SMART AND SIMPLE RETROFITTING
Simple installation without wiring thanks to battery op-
eration and radio communication. So the thermostat
can be placed wherever you need in the room to mea-
sure the room temperature in the right place. Conven-
tional electric radiators can also be upgraded in con-
junction with the wall thermostat and a switching actu-
ator for smart and precise control.

MODULAR DESIGN ENSURES HIGH FLEXIBILITY

The flexible modular design allows the device to be
mounted in almost any position:
• Adhesive or screw mounting in the interchangeable

frame supplied using the enclosed mounting material
• Integration into existing switch systems (with 55 mm

frames) from the most popular manufacturers
• Installation on a free flush-mounted box with the in-

stallation plate optimised for this purpose
• Integration into the Homematic IP Desk Stand (HmIP-

DS55) for longer battery life
• As an alternative to battery operation, the device can

also be powered with 230 V via the Homematic IP
Power Supply Unit for brand switches (HmIP-BPS-2)

VERSATILE IN USE
Can also be used for 2-point control in conjunction
with a switch actuator – ideal for electric radiators or
infrared heaters.
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