
Universal Dimmer Insert
HmIP-UDI

The universal dimmer insert from Homematic IP allows
smart control of dimmable lights. The flush-mounted
solution can be flexibly retrofitted. This makes it easy
to reuse existing 55 mm frames. The lights can then be
conveniently controlled via your smartphone, fully-au-
tomatically via a time schedule or in the usual way with
buttons. Use of a compatible front unit is necessary for
proper operation. This also applies to the use of the ex-
tension input.

TECHNICAL SPECIFICATIONS

Supply voltage 230 V / 50 Hz

Max. switching capacity 200 VA

Standby power consumption < 0.3 W

Degree of protection IP20

Dimming method Trailing edge, Phase control

Load type ohmic and capacitive lamp
load

Line length S1: 50 m

Cable type and cross section rigid
wire

rigid cable, 0.75–2.5 mm²

Cable type and cross section flexible
wire

flexible cable (with and with-
out ferrule), 0.75–2.5 mm²

Installation in switch boxes (device box-
es) in accordance with DIN
49073-1, In Legrand Batibox
switch boxes

Ambient temperature -5 to +35°C

Dimensions (W × H × D) 71 × 71 × 30 mm

Weight 38 g

HIGHLIGHTS
• Simple integration into switch series

with a 55 mm frame size
• Quick installation in device boxes
• No neutral conductor required (con-

nect existing neutral conductor)
• Connection with button input

APPLICATION AREAS
Light and shade, Security and alarm

PACKAGE CONTENTS
Universal Dimmer Insert
2× screws (3.2 × 15 mm)
2× screws (3.2 × 25 mm)
Operating manual

LOGISTICS DATA

Product reference 162536A1

EAN code 4047976625369

Short description HmIP-UDI

Packing unit 60

Packing dimensions 120 × 109 × 45 mm

Weight incl. packaging 129.9 g

Homematic IP is a brand of eQ-3 AG Subject to change. www.homematic-ip.com 08/2026 EN



SMART LIGHT SWITCHING
A connected light can be conveniently switched on
and off to create the ideal lighting mood in your smart
home. Thanks to the particularly high switching capac-
ity, even large loads of up to 200 VA can be switched
and dimmed. The desired dimming value can be select-
ed individually via the Homematic IP App.
Control is flexible, via smartphone, wireless button or
remote control or conveniently via voice control. The
lighting can also be fully automatically switched on or
off at the desired time using adjustable time profiles.

SUITABLE FOR MANY LAMPS
• Normal light bulbs,
• High-voltage halogen lamps
• Low-voltage halogen lamps with electronic trans-

formers
• Dimmable LED lamps*1

*1 It is not guaranteed that the dimming behaviour
will be performed correctly with all types of LED
lamp

A SMART ALARM CLOCK
A relaxed start to the day: Dimmable lamps can be gen-
tly switched on automatically at sunrise or any desired
time.

AUTOMATIC LOAD DETECTION
In the factory setting, the device operates in universal
mode and automatically determines the optimum op-
erating mode based on the connected load. If there
are problems with certain loads in this operating mode,
phase control mode can be selected manually. There is
also a special leading edge mode for the use of LEDs.

INVISIBLY INSTALLED IN THE EXISTING DESIGN
The device can be easily integrated into the existing
switch design. Existing frames can also be used.

SIMPLE INSTALLATION
The compact design enables installation in standard de-
vice boxes. The screwless terminals make wiring partic-
ularly easy and secure.
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