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Package contents

1 Package contents
1× Adapter Busch-Jäger – international
Operating manual

2 Information about this
manual

Read this manual carefully before begin-
ning operation with your Homematic IP
device. Keep the manual for later con-
sultation. If you hand the device over to
other persons for use, please ask them to
read this manual.

Symbols used

This indicates a hazard.

This section contains important ad-
ditional information.

3 Hazard information
We accept no liability for damage
caused by use for other than the
intended purpose, incorrect han-
dling or failure to observe the haz-
ard warnings. In such cases, all war-
ranty claims are void. We accept no
liability for consequential damage.

Do not use the device if it has visi-
ble damage or a malfunction. If you
have any doubts, have the device
checked by a qualified expert.

For safety and licensing reasons
(CE), unauthorised conversions to
and/or modification of the device
are not permitted.

The device is not a toy – do not al-
low children to play with it.

Plastic film, plastic bags, polystyrene
parts, etc. can be dangerous for
children. Keep the packaging mate-
rial out of the reach of children and
dispose of it immediately.

Do not expose the device to mois-
ture, vibrations, constant solar or
other heat radiation, excessive cold
or mechanical loads. The device
must only be operated indoors.

Clean the device using a soft and
dry lint-free cloth. The cloth can be
slightly moistened with lukewarm
water to remove more stubborn
marks. Do not use solvent-based
cleaning agents for cleaning, as
these can damage plastic parts and
labelling.
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Function and device overview

4 Function and device
overview

Adapters for different switch series en-
able switches from popular manufactur-
ers to be replaced cost-effectively with
an intelligent Homematic IP installation.
The design, colour and finish of already
installed switches remain the same since
existing frames and rockers can continue
to be used.

A separate list on the compatibility of the
adapter with standard switch series is
available on the website in the download
area  www.homematic-ip.com.

Device overview

A) Screw holes for fixing to the de-
vice box

B) Screw holes for fixing to the
module for brand switches

A

B

Figure 1

All manufacturer and product
names used in these instructions
are only used to identify the prod-
ucts and may be registered trade-
marks or trademarks of the respec-
tive manufacturers.

5 Adapters for brand switch
systems

To achieve compatibility with as many
manufacturers as possible and make in-
tegration in different designs easier, dif-
ferent rocker adapters are available as
accessories.

A separate list on compatibility with stan-
dard switch series can be found in the
website download area Overview of
switch series.

6 Adjusting the adapter
Proceed as follows to adjust the adapter:

• If using the “Busch-Art linear”
switch series: Use diagonal pliers to
remove the adapter’s side bars.

Figure 2

7 Maintenance and cleaning
The device is maintenance-free for
you. Leave any maintenance or re-
pair to a specialist.
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Maintenance and cleaning

Clean the device using a soft, clean, dry
and lint-free cloth. The cloth can be
slightly dampened with lukewarm water
to remove more stubborn marks. Do not
use any detergents containing solvents
for cleaning purposes. They could cor-
rode the plastic housing and label.

8 Disposal
The CE mark is a free trademark that
is intended exclusively for the au-
thorities and does not imply any as-
surance or guarantee of properties.

If you have any technical questions
about the appliance, please contact
your specialist dealer.
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Technical specifications

9 Technical specifications
Device short designation HmIP-ADA-BJ-I
Installation only with a Homematic IP actuator for

brand switches – international
Degree of protection IP20
Ambient temperature -5 to +40°C
Dimensions (W × H × D) 71 × 71 × 14 mm
Weight 20 g

Subject to modifications.
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Free download of the

Homematic IP app!

eQ-3 AG
Maiburger Straße 29

26789 Leer / GERMANY

www.eQ-3.de
support.de@eq-3.com // support.en@eq-3.com

gpsr@eq-3.com

   


	1 Package contents
	2 Information about this manual
	3 Hazard information
	4 Function and device overview
	5 Adapters for brand switch systems
	6 Adjusting the adapter
	7 Maintenance and cleaning
	8 Disposal
	9 Technical specifications

