
Adapter for round rosette door lock drive – pro
HmIP-ADA-DLP-R, HmIP-ADA-DLP-R-A

The round rosette adapter enables the Homematic IP
Door Lock Drive – pro to be fitted to external building
doors with standard rosettes and a screw spacing of
38 mm. Installation is performed by screwing the adapter
to the existing rosette screws from the inside (adapter)
to the outside (standard rosette). The door lock drive –
pro mounting plate is then simply secured to the adapter
using the supplied screws. The adapter is colour-coor-
dinated with the door lock drive and is available in white
and anthracite.

TECHNICAL SPECIFICATIONS

Ambient temperature -10 to +55°C

Dimensions (W × H × D) 58.5 × 131 × 9.8 mm

Weight 38 g

HIGHLIGHTS
• Easy to install
• Compatible with a wide range of

standard rosettes
• Available in white and anthracite

APPLICATION AREAS
Access, Accessories

PACKAGE CONTENTS
Adapter for round rosette door lock dri-
ve – pro
Operating manual

LOGISTICS DATA

Version White Anthracite

Product reference 163085A1 163089A1

EAN code 4047976630851 4047976630899

Short description HmIP-ADA-DLP-R HmIP-ADA-DLP-R-A

Packing unit 72

Packing dimensions 182 × 90 × 45 mm

Weight incl. packaging 112.6 g
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