
Remote Control –  
8 buttons
HmIP-RC8

The multifunctional remote control with four button pairs is always at 
hand and perfectly designed for convenient control of devices and system 
functions in the Homematic IP smart home. Thanks to individual allocation 
of button functions, there are almost no limits to the range of applications 
for the remote control.

INTUITIVE OPERATION 
FOR A LARGE NUMBER 
OF SMART HOME 
FUNCTIONS

Smart Living, Simply Exciting.
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SMART HOME CONTROL AT THE TOUCH OF A 
BUTTON

The smartphone is not always close at hand to control 
Homematic IP devices or functions. In such cases, 
the universally applicable remote control proves to 
be particularly practical: devices/functions that are 
often used in the smart home can be controlled at the 
touch of a button.

INDIVIDUAL CONFIGURATION

The eight push-buttons of the remote control can 
be configured individually or in pairs to perfectly 
suit individual needs. The "Groups" and "Automation" 
functions of the Homematic IP smartphone app 
offer a wide range of solutions for this purpose, from 
dimming individual light sources and activating eco 
mode to controlling complex scenarios within the 
smart home system.

FLEXIBLE AND RELIABLE APPLICATION

Thanks to battery operation and a wide radio range, the 
remote control can be used anywhere in the house. A 
replaceable labelling field at the bottom of the remote 
control provides a clear overview of which functions 
or devices have been assigned to the buttons.

Operation requires connection to one of the 
following solutions:

  Homematic IP Access Point with free  
smartphone app and free cloud service

   Third-party solutions of partners

PACKAGE CONTENTS

Homematic IP Remote Control – 8 buttons

1.5 V LR03/micro/AAA batteries (2x)

Labelling template

User manual

LOGISTICAL DATA

Product reference 142307A0

EAN code 4047976423071

Short description HmIP-RC8

Packing unit 72

Packing dimensions 184 x 93 x 48 mm

Weight incl. packaging 174.0 g

TECHNICAL SPECIFICATIONS

Supply voltage 2x 1.5 V LR03/micro/AAA

Battery life 2 years (typ.)

Degree of protection IP20

Ambient temperature 5 to 35 °C

Dimensions (W x H x D) 46 x 131 x 19 mm

Weight 78 g

Radio frequency band
868.0-868.6 MHz /  

869.4-869.65 MHz

Typical open area RF range 300 m

Labelling field for 
button functions 
at the back side of 
the remote control 
can be replaced

Four button pairs – 
configurable in pairs or 
individually

System button 
with LED – 
shows imme-
diately whether 
a switching 
command has 
been sent


