Compatibility between Push-to-Pair products homematic 0

Do you want to connect Homematic IP devices with each other at the touch of a button and make configurations
directly on the device? Push-to-Pair makes this very easy. In addition to the comprehensive smart home solution
with an Access Point or a central control unit and control via app, Homematic IP also offers an easy entry-level
solution. Devices with a Push-to-Pair function are connected directly with each other at the touch of a button and
then offer simple core functions, such as setting heating profiles via radiator thermostats. This is done manually,
directly on the device.

To expand a Homematic IP smart home installation and use all functions, including control via app, the devices can
also be paired to an Access Point or a central control unit at any time after a factory reset.

Below you will find an overview of all Homematic IP devices that support Push-to-Pair.

The listed devices are only compatible with each other and only in the
“Heating — Radiator thermostats” solution type.

Comments Heating — Radiator thermostats
J Max. 5 devices, regardless Application example:
of the device class

Usable without
J Central Control Unit /
Access Point

Expandable with
J Central Control Unit /
Access Point

J Devices are connected
at the touch of a button HmIP-eTRV-F

.

Simple scenarios such as con-
J trolling the room temperature
are covered

e o0 e

N PusH
Complex functions (eco ceceee : :toPAIR ceeens
X mode, holiday mode, etc.) "

Devices can be connected HmIP-WTH-3 HmIP-SWDM-2
X outside this scenario;

can be used in a different

solution context

App control;
X push notifications
via events in a system

Other compatible devices:

HmIP-WTH-B-A HmIP-WTH-B-2 HmIP-eTRV-B-2 HmIP-eTRV-CL HmMIP-SWDO-PL-2

Product availability may vary by country
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The listed devices are only compatible with each other and only in the “Electric heating” solution type. For
example, to control an electric radiator or IR heating with a switch actuator.

Comments Electric heating

J Max. 5 devices, regardless Application example:
of the device class

Usable without
J Central Control Unit /
Access Point

Expandable with
J Central Control Unit /
Access Point

HmIP-FSI16-2

J Devices are connected
at the touch of a button

e o0 e

Simple scenarios such as con-

J trolling the room temperature L}
are covered “ ” PUSH

RN P \§0PAIR cecees
9
Complex functions (eco

X mode, holiday mode, etc.) HmIP-WTH-3 HmIP-SWDM-2

Devices can be connected
X outside this scenario;

can be used in a different

solution context

App control;
X push notifications
via events in a system

Other compatible devices:

HmIP-WTH-B-2 HmIP-PS-2 HmIP-PSM-2 HmIP-FSI6 HmIP-SWDO-PL-2

HmIP-WTH-B-A HmIP-PS-2-A

Product availability may vary by country
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The listed devices are only compatible with each other and only in the
"Heating — Underfloor heating” solution type.

Comments Heating — Underfloor heating

“ Max. 12 WTH-3 on one Application example:
FALMOT

Usable without
Central Control Unit /
Access Point

Expandable with
Central Control Unit /
Access Point
HmIP-WTH-3
Devices are connected
at the touch of a button

\\

Simple scenarios such as con-
trolling the room temperature ~\ ” PUSH

are covered ” o toPAIR et
Complex functions (eco “
X HmIP-FALMOT-C12

mode, holiday mode, etc.)

AU N NN

/

I

Devices can be connected
X outside this scenario;

can be used in a different

solution context

App control;
X push notifications
via events in a system

HmIP-VDMOT
HmIP-WTH-3

Other compatible devices: Simple connections for controlling the room
temperature can also be established in the
Homematic IP Wired system — for example,
to provide interim control (during a construc-
tion phase) until final commissioning takes
place.

HmIP-FALMOT-C8 HmIP-SWDO-PL-2 HmMIPW-FALMOT-C12

HmMIP-BWTH HmIP-BWTH-A HmIP-BWTH24 HmMIPW-WTH

Product availability may vary by country
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The listed devices are only compatible with each other and only in the
“Switching — Switch not detected” solution type.

Comments Switching — Switch not detected
Max. 5 devices, regardless Application example:
v of the device class

Usable without
J Central Control Unit /
Access Point

Expandable with
J Central Control Unit /
Access Point

J Devices are connected \/
at the touch of a button ¥/, PUSH

cecees P> \EOPAIR"""
[
Simple scenarios such as

/ switching the actuator on and

off are covered HmIP-WRC2-2 HmIP-FSI16-2

X Complex functions (eco
mode, holiday mode, etc.)

Devices can be connected
X outside this scenario;

can be used in a different

solution context

App control;
X  push notifications
via events in a system

Other compatible devices:

HmIP-WRC2-A-2 HmIP-BRC2-2 HmIP-PS-2 HmIP-PS-2-A HmIP-FSI6

Product availability may vary by country
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